STANNEN

SECTION 1 IDENTITY

HAME OF PRODUCT: ME-30 HONING OIL

MANUFACTURER'S NAME AND ADDRESS:

SUNNEN PRODUCTS COMPANY CONTACT:
o100 MANCHESTER CHUCK KORN
BT. LOUIS, MO 63143
DATE:
EMERGENCY TELEPHONE NUMBER: May 5, 1929

314-781-2105

SECTION 2 INGREDIENTS/IDENTITY (PER 29 CFR 1910.1200(g))
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THE EXACT COMPOSITION OF THES MATERIAL £5 REIMG WITHHELD AS A TRADE SECRET OF SUNKEN MRODUCTS COMPANY FOR FURTHER
SAFETY AND HEALTH INF ORMA TRIH REGARDING THE COMPOSITION OF THES MATERIAL CONTACT SUMNEN PRODUCTS
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SECTION 3 PHYSICAL & CHEMICAL CHARACTERISTICS

SPECIFIC GRAVITY (WATER=1).......... 88

APPEARANCE AND ODOR._.............. D&k beown mobile Bquid with characieristic ador of sulfurized fat
PERCENT VOLATILE BY WEIGHT ... =1%

REACTIMVITY IN WATER ... .. No hazardous reactions.

BOILING POINT ..o cenisnsscanacnne. 2500 F (260 G

VAPOR DENSITY (Ale=1) . Heavwer than air

VAPCR PRESSURE (mm Hg) ................. <1mm Hg @ 68 F (20 C}

EVAPORATION RATE ... ...seeeeee. Negligibie

SOLUBILITY IN WATER . Negligitile

SECTION 4 SPECIAL PRECAUTIONS

HANDLING AND STORAGE: Store away from heat or flame. Read and follow container wamings. Refer to MSDS
Sechon 7 & 8.
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SECTION 5 CORROSIVITY AND REACTIVITY DATA

STABILITY: Matesial is stable under normal condiions of iransport and siorage. POLYMERIZATION: Hazardous
pofymerzabon does not occur. INCOMPATIBILITY (MATERIALS TO AVOID): Strong cosdalion agents such as
fuming nitne &cad may produce hazardous reactions. Pollution by axdation agenls may cause spontaneous
combustion andior rancadity. CONDITIONS TO BE AVOIDED: Oxidizing conditions, HAZARDOUS
CECOMPOSITION PRODUCTS: Combustcn of matenal will produce oxides of Sulfur and Carbaon

SECTION 6 HEALTH, FIRST AID AND MEDICAL DATA

ACUTE AND CHRONIC HEALTH EFFECTS AND EFFECTS OF OWEREXPOSURE. PRIMARY ROUTE(S) OF
ENTRY ARE" INHALATION AND SKIN ABSORPTION. Abbreviations used in th foliwing sectan SKIN=Skin
absorption. EYE=Eye contact. INHAL=Inhalation INGEST=Ingestion. THE INFORMATION PRESENTED AND
CONCLUSIONS DRAWN ARE FROM SOURCES OTHER THAN DHRECT TEST DATA

FATTY OIL: ACUTE: SKIN: Prolonged repeated skin contact can cause skin imidation of oil acne, inflammation and
blackheads due o mechanical blockage of the pores. Predispasing factors: Usualy indiiduals with sensitive skin o
large amounts of body hair. Material is not sterle and may infect open cuts or sores. EYE: May imitate the eyes.
INGEST: Loose bowel movements. Acute oral texicity: LD 50=5 gmukyg. (rats). INHAL: Nod established. Suggest
ACGEIH Emits for vepetable od mists of 5 mglcu m. be obsarved, Symploms of overexposure include coughing, sore
throat, headache, chest pain and difficult breathing. Predisposing factars: indivicrals with pra-sxisting respiratory
impairments (such as emphysema) can display increased senssivity to oil mists or vapors. CHROMIZ: SKIN: None
Known, EYE: Mone Known, [NHAL: None Known. INGEST: Mona Known.

MINERAL OIL: ACUTE: SKIN May wnitate the skin. Predisposing factors: Usually indrviduals with sensifive skin ar
large amounts of body hair. Matenal is not sterile and may infect open culs or sofes. When fested, an essentially
identical mixiure was pidged (o be non-infating per 16 GFR 1600 3(c)(4). Primary irrtation index=2 (Albino Rabbils)
EYE: When fested, an essentially identical mixture was judped to ba non-iritating per 16 CFR 160042 No comea
opadcity, nlis or moderate conjunctival imitation after; 1.2, 3 days (Draize, rabbits). INGEST: Acule oral toedcity: LD
50=5 gmufkg. (rats). INHAL: Cbsarve ACGIH limits for ol mist. Tangetl organs ane respiratory system and lungs
Symptoms of overexpasure to oll mist inclede coughing, sore throat, headache, chest pain and difficult breathing,
Predisposing factors: Individuals with pre-xdsting respiratory impairments (such as emphysema) can display
increased sensitivity to oll mists or vapors, CHRONIC: SKIN: Prolonged repeated skin contact can causs skin
imtabon or ol acne: Infammation and blackheads due fo mechancal blockage of the pores. Prolonged or repeated
exposure may aggravate existing dermatitis. EYE: Mone kncwn. INGEST: Mone known, INHAL: Mone knogwn,

ﬁmmnmwmmmmmMmmmmWMMﬂhﬁmmmmmmmmm
and pressures to elminate potentsl caronogenioty. The fact that this product is severely hydrotreated, means the oil
does not neguine abelling acconding 10 OSHA regulatons. Thes mineral oil & periodically monitored using the Sun
Predictor test, Modified Ames Assay, FDA 21CFR178.3620(c), and IP 245 to further confirm this od is not 8 potential
carginogen

This ol passes the Sun Predicior Test with fewer than one percent mice developing tumars; the maximum value to be
considered @ pass is 8 percenl. This od typically has an FDA 21CFR17E 3620(b) absarbance value between 280nm
and 28%nm of less than 25, The conclusions of the Sun Oil study o6 oils with absorbance values less than 200 are
that the oils will easily pass &% non-cancnogenic,

This oil aiso passes FOA 210FR178. 3620(c), which is identified for use as a component of non-food articles with
incadantdl food contact

Modified Ames testing is perlormed by an indepandant [aboratory and shows mutagencity indices of less than 1
Typical values ane 0.2 M|, which do not cause a positive increasa n the number of reverents per plate

The IP 346 test method is utiized in Ewope 1o determing patential cancinogenicity. This minerad oil typically gives
valoes of 0.2% PNA content by DMSO extract
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EMERGENCY FIRST AID
INHALATION: Remove from further exposure. If UNCONSSOUSNRSS 0ccurs, seek immediate medical assistance and
c2ll a physician I breathing has stopped, begin mouth b mauth resuscitation, EYE CONTACT: Remaove contact
lznses (if wearing) and flush eyes with waler for 15 minules, Seek medical attention lo check for possible iritation
SKIN CONTACT: Wash cantact areas with mild non-abrasive soap and water. INGESTION: Da not nduce vomiting
Call physician gr poison control center immediately.

SECTION 7 HANDLING, STORAGE AND USE PROCEDURES

HORMAL STORAGE AND HANDLING: Store away from heat or flame as the material will expand if overhaated and
pessibly rupiura the contamar spilling the contents. The spilled material will create a skp hazard and will burn f
iansted. If slored outdoars, store so s (o shed water 1o prevent poliution by water and dif. Plastic containers are
brittle if frozen and may spiit and leak f handled roughly. Since emptied containers retain matenal ressdue, follow
label warnings even after contziner is emptied and do not reuse container for other purposes. Al precautions datailed
on the container kabel apply 1o partially full or empty comainers. Do nat transfer to unkabeled containers. Use
personal protection equipment and precautions as specified in Section 5. Do not cul, braze, wald, salder, or
pressurize container as deing o may cause container to EXPLODE, polentially causing serous injury or DEATH,
NORMAL USE: Practice good personal hygiena while honing, Wash hands thereughly to remove honing ol and
microscopic particles of metal debris (suspended in the oil) before touching other parts of the body, food, drinks or
smoking 1o avoid contac! with or ingestion of metal fines. Malerial is for wse in Haning Machines only, Matenial may
be mixed with other Sunnen Honing Ods only. Clean material fram pasts using alkakne cleaner, Polluion by any
amount of water or alkaline matenal will lead o the formation of pon-harardous Soaps that clog the Honing Machine
oil filter, Awoid prolonged inhalation of mist or vapars, FOR INDUSTRIAL USE ONLY. Mol suitable for use inor
around household or dwelling. STEPS TO BE TAKEN IN CASE OF LEAKS OR SPILLS: Ventiate if large amount is
spilled in & confined space. Contain and absorb on fire-retardant treated sawdust, diatomaceous earth or other
sujtable abscrbant and place in fireproof waste container. Notily Coast Guard if spdl could reach any walerways
{1-800-424-8802) and also localistate autharities. Spilled malerial is greasy and produces a slipftall hazard, WASTE
DISPOSAL METHOD: The unused praduct, in our opinion, is not specifizally sted by the EPA as a hazardous wasle
{40 CFR 261D), is not ignitible, not commoshe, rot reactive and is not formalated with the metals cited in the EP
Towdcity Test. Used material may be reguiated. Do nat attempd 1o clean container as residue i dificull 1o remove
Empty drums should be completely drained, proparyy closed and relurned o a drum condianar to be commersially
cleaned. (therwise, containers should be dispesed of in an environmentally safe manner and in accordance with
applicable federzl, state and local laws, reguiatans, ndes, orders and ordnances,

SECTION 8 PERSONAL PROTECTION INFORMATION

RESPIRATORY PROTECTION: Mormal haning operations wsing honing ofl da nat generate harméul levels of mists or
furnes in the aparators breathing zone. If unusual boning conditions generate any strong odar or detectable oil mist
use MIOSH approved respirator rated for maneral ail mist to maintain ol mist levels balow ACGIH TLV and OSHA
PELTLY levels, VENTILATION: Nermal ventilation is required. Do not aperate honing machine within a closed
un-ventilated space. If srong odors or ol mist is detected, use forced ventitation o maintain kevels of fumes or mists
below ACGIH TLY and O5HA PELITLY levels. SKIN PROTECTION: Naot normally required for short exposures whils
honing with gil. Launder contamanated clothing bafore reuse. Awvaid wearning clathing saaked with fluid. Note that
honeng ol Rowing over the work-piece while honing will contain small chips from the work-piece and abrasive debdas.
These materials may be imitating to the skin and eyes. Some materials that are not Znormally rtating to the skin
may be converted to a form that is imtating when trapped in skin pores and actad upon by sweat il impanious
gioves should be worm while honing in the event any symptoms of skin distress appear. Nole that some barries
creams have been shown to increase skin abserption of metalic compounds and also that, many people are allargic
ta chemicals used in protective gloves. EYE PROTECTION: Always wear NIOSH approved safely glasses when
honing or operating machinery, OTHER EQUIPMENT- Oil-impanvious apron if desired, MEASURES TO BE TAKEN
DURING REPAIR AND MAINTENANCE OF CONTAMINATED EQUIPMENT THAT HAS BEEN M CONTACT WITH
THIS MATERIAL® Same as for patrafeumn lubricating ol Remave traces of matensl if solderng, welding, brazing,
cutiing or other process invohang ignition sources 1o prevent a fire hazard
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SECTION 9 FIRE AND EXPLOSION HAZARD DATA

FLASH POINT: 310 F (155 C) ASTM D-92. EXTINGUISHING MEDIA: Carbon dioxide, foam, dry chemical and
water fog. SPECIAL FIRE FIGHTING PROCEDURES: Fer fires in enclosed areas, frefighters must use
self-contained breathing apparatus. AUTO-IGNITION TEMPERATURE: Not Establshed UNUSUAL FIRE AND
EXPLOSION HAZARDS: Combustion will preduce oxides of carbon and sulfur. Tewels, rags or other insulating
abscrbant fibreus madia contaminated with any oil preduct should be stored in appropriate fireproof container that is
empticd daily, to imit spontaneous combustion hazard. Although not classified as “combustible” (based on flash poant
and ignition properties) this product ean be made to bum and will serve as a fuel source for a fire. Sealed conlainers
may melt, lzak, burst or explode, releasing conlents and spreading fire, if exposed to extreme heat

HOTICE

THIS MATERIAL SAFETY DATA SHEET [“"M3DS") IS SUPPLIED PURSUANT TO THE OCCUPATIONAL
SAFETY AND HEALTH ADMINISTRATION'S HAZARD COMMUNICATION RULE (THE "RULE™), 29 CFR
1810.1200. THIS MSDS IS BEING FURNISHED TO THE IMMEDIATE PURCHASER OF THE MATERIAL TO
WHICH IT REFERS WITHOUT REPRESENTATION OR WARRANTY AS TO THE COMPLETENESS OR
ACCURACY OF ANY INFORMATION OR RECOMMENDATIONS CONTAINED HEREIM.

THIS M5D3 |5 OFFERED SOLELY TO COMPLY WITH THE RULE AMND IS NOT INTENDED TO CREATE
ANY LIAEILITY OF ANY KIND ON THE PART OF SUNNEN PRODUGCTS COMPAMNY {("SUNNEN"}. IN NO
EVENT WILL SUNNEM BE RESPONSIBLE FOR ANY DEATH, INJURY OR DAMAGE OF ANY NATURE
WHATSOEVER RESULTING FROM THE USE OF, RELIANCE UPOM, OR MISUSE OF THE M3D5. MO
REPRESENTATIONS OR WARRANTIES, WHETHER EXPRESSED OR IMPLIED, OF MERCHANTABILITY,
FITHESS FOR A PARTICULAR PURPOSE, OR ANY OTHER NATURE, ARE MADE HEREUNDER. THIS
M3D3 15 NOT INTENDED AS A RECOMMENDATION FOR USES WHICH INFRINGE VALID PATENTS OR
EXTEMND LICENSES UNDER VALID PATENTS.

THIS MSDS I3 FURNISHED UPOMN THE EXPRESS CONDITION THAT ALL PERSONS RECEIVING IT WILL
MAKE THEIR OWHN DETERMINATION AS TO ITS SUNTAEBILITY FOR THEIR PURPOSED PRIOR TD USE.
RESPONSIBILITY FOR COMPLIANCE WITH APPLICAELE FEDERAL, STATE OR LOCAL REGULATIONS
CONCERNING DISSEMINATION OF THE MSD5 AND SALE AND USE OF THE MATERIAL TO WHICH IT
REFERS RESTS SOLELY UPON THE PURCHASER.

0. D. JOHHSON
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